
Profile Matchesl

STORM - V4 -  EIR

UMGENI -  V4 -  MATT WOOD GRAINATHENS OAK - V4 -  EIR

BUFFALO - V4 -  EIR

LIMPOPO - V4 -  EIR

CALEDON - V4 -  MATT WOOD GRAIN

With a wax impregnated core and waxed edges on the locking 
system, Inovar is highly water resistant and has one of the lowest 
swell rates available in the South African market place.
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Technical specifications Standard Characteristic/Result
Wear resistance EN 13329 AC4/W32 - V4
Stain resistance EN 13329 Rating 5 - no visible change
Swelling test EN 13329 Average swelling ≤ 8%
Light fastness EN 13329 Grade 6 - No discolouration
Impact resistance EN 13329 IC2

Antibacterial ISO22196:2011
>99.9 Escherichia coli
>99.9 Staphylococcus aureus 

PRODUCT INFORMATION AND WARRANTY
« Plank Dimensions: 1216 x 196 X 8mm (1.91sqm/box )

 Core: Water-resistant H.D.F. core with an average board density > 880/890 kg/m³
 Fit for use grading: AC4/W32 – General commercial / Heavy residential 
 Warranty: 25 years heavy residential / 5 years moderate commercial use 

OREGON PINE - V4 -  MATT WOOD GRAINGREY BARK - V4 -  CROSS CUTTING

PROFILE:
ANTARCTIC

PROFILE:
OAKWOOD MANOR

PROFILE:
NEW YORK GREY

PROFILE:
OAKWOOD MANOR

PROFILE:
TEAK

PROFILE :
HUNGARIAN ASH

PROFILE :TBA NEW
HUNGARIAN ASH

PROFILE: TBA NEW
NEW YORK GREY


